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MM28.250

此款中置电机易安装，适用

于五通68/73mm的自行车， 额定

功率为250W-500W, 力矩结合速

度型助力，减速比为1:23.3，最大

扭矩96N.m, 能为车辆提供超强劲

的爆发力。超强劲、高效的特点，

大幅度增加骑行乐趣，充分满足骑

行爱好者的挑战需求，适合于山地

车、运输车、沙滩车。这款电机的

颜色为黑色。

With an integrated torque 
sensor and speed sensor, this mid-
drive motor, which is compatible 
with a 68-73mm bottom bracket, has 
a rated power of250W- 500W, a 
reduction ratio of 1: 23.3 and a 
maximum torque of 96 N.m, will 
p r o v i d e  t h e  r i d e r  w i t h  g r e a t 
explosive force when starting the 
system. Highly strong and efficient, 
this motor greatly enhances riding 
joy and is suitable for mountain 
bikes and sand bikes which are the 
f a v o r i t e s  o f  r i d e r s  w h o 
love challenges as well as transport 
bikes. This motor is black.

安装位置 Position

轮径 Wheel Diameter (Inch)

结构 Construction

额定电压 Rated Voltage (DCV)

空载转速 n0 (Rpm)

额定功率 Rated Power (W)

最大扭矩Max Torque

效率 Efficiency (%)

助力传感器 Pedal Sensor

轴标准 Shaft Standard

颜色 Color

重量 Weight (kg)

噪音 Noise Grade (dB)

工作温度 Operating Temperature

中置电机 Mid Motor

可选 Optional

齿轮传动 Gear drive

36/43/48

85/120

250/350/500

96 N.m

≥ 80

速度与力矩 Speed and 

Torque Integrated

JIS

黑色/银色 Black / Silver

3.6

< 52

-20-45℃

是 Yes

磁钢数（脉冲/周期 )Speed Detection

 Signal (Pulses/Cycle)

电机极数 Magnet Poles (2P)

1

16

CE/EN13849/ROSH

尺寸 Dimension A

尺寸 Dimension B

尺寸 Dimension C

尺寸 Dimension D

尺寸 Dimension E

188 mm

109mm

158 mm

68/73 mm

49 mm
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MM68

  此款中置电机集成了高敏度的力矩

传感器和速度传感器，采样到的曲柄力

矩、整车速度、脚踏转动速度等多种信息

被反馈给控制器，对整车实现精准控制，

使能量效率发挥到极限，达到车随人愿、

自由掌控的效果。其能够提供充足的动力

性能，最大力矩可达 78N.m 以上，但产

生的噪音却很低。控制器与电机的模块化

设计，使得拆装更为方便，提高了服务响

应速度。电机颜色为黑色、灰色和银色。

This mid mounted motor integrates 

highly sensitive torque sensors and speed 

sensors . The sampled crankshaf t torque, 

vehicle speed, foot pedal rotation speed, and 

o t h e r i n f o rm a t i o n a re f e d ba c k to t h e 

controller, achieving precise control of the 

entire vehicle, maximizing energy efficiency, 

and achieving the effect of car following 

people's wishes and free control. It can provide 

sufficient power performance, with a maximum 

torque of over 78N. m, but the generated noise 

i s ver y low. The modular des ign of the 

controller and motor makes disassembly and 

assembly more convenient, improving service 

response speed. The motor colors are black, 

gray, and silver.
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M200RD-X
此款电机为后置驱动型，配碟刹使用，额定功

率为2000-2500W，减速比为1:5， 最大扭距188 

N . m ，为 车 辆 提 供 理 想 的 动 力 。 强 劲 、 高 效 的 特

点、多级旋式和卡式变速机构，大幅度提升骑行舒

适感，适合于沙滩车、雪地车。共有黑色和银色两

种颜色可选。

This rear-drive motor, which is compatible with the 

disc brake , has a rated power of 2000-2500W, a 

reduction ratio of 1: 5 and a maximum torque of 188 N.m, 

providing ideal power for vehicles. Strong and efficient, 

this motor, working together with a cassette or freewheel 

s p e e d  c h a n g e  m e c h a n i s m ,  g r e a t l y  e n h a n c e s 

riding comfort and is suitable for beach buggies and 

snow bikes. It can be black or sliver.

安装位置 Position

轮径 Wheel Diameter (Inch)

结构 Construction

额定电压 Rated Voltage (DCV)

额定功率 Rated Power (W)

时速 speed(kph)

空载转速n0（RPM）

负载转速nT(RPM)

最大扭矩 Max Torque

效率 Efficiency (%)

颜色 Color

 重量 Weight (kg)

噪音 Noise Grade (dB)

工作温度 Operating Temperature

后置马达 Rear Motor

16/20/26/28

齿轮传动 Gear drive

72/84

2000/2500

60～80

680/820

620/740

188N.m

≥ 80

黑/银 Black / Silver

7.8

< 65

-20-45℃

主要规格 Core Data

安装参数 Mounting Parameters

刹车 Brake

开档尺寸 Installation Widths (mm / OLD)

最大外径 Max. Housing Diameter (mm)

辐条孔中心距 Spoke Pitch

变速  Gearshift

出线位置 Cabling Route

辐条规格 Spoke Specification

碟刹 Disc Brake

195

200

183

飞轮 Freewheel(7S/8S)

轴侧，左侧 Shaft Side, Left

36H*10G

更多技术参数 Further Specifications

磁钢数 Speed Detection Signal

 (脉冲/周期 Pulses/Cycle)

电机极数 Magnet Poles (2P)

1~6

20



M85RD-X
此款电机为后置驱动型，配碟刹使用，额定功

率为1000-1500W，减速比为1:5.2， 最大扭距138 

N . m ，为 车 辆 提 供 理 想 的 动 力 。 强 劲 、 高 效 的 特

点、多级旋式变速机构，大幅度提升骑行舒适感，

适合于沙滩车、雪地车。共有黑色和银色两种颜色

可选。

This motor is a rear drive type, equipped with disc 

brakes, with a rated power of 1000-1500W, a reduction 

ratio of 1:5.2, and a maximum torque of 138 N.m, 

providing ideal power for the vehicle. Strong and efficient 

features, multi-stage rotary transmission mechanism, 

greatly enhance riding comfort, suitable for beach bikes 

and snowmobiles. There are two colors to choose from: 

black and silver.

安装位置 Position

轮径 Wheel Diameter (Inch)

结构 Construction

额定电压 Rated Voltage (DCV)

额定功率 Rated Power (W)

时速 speed(kph)

空载转速n0（RPM）

负载转速nT(RPM)

最大扭矩 Max Torque

效率 Efficiency (%)

颜色 Color

 重量 Weight (kg)

噪音 Noise Grade (dB)

工作温度 Operating Temperature

后置马达 Rear Motor

16/20/26/28

齿轮传动 Gear drive

60/72

1000/1200/1500

60～80

650/780

600/720

135N.m

≥ 80

黑/银 Black / Silver

6.2

< 65

-20-45℃

主要规格 Core Data

安装参数 Mounting Parameters

刹车 Brake

开档尺寸 Installation Widths (mm / OLD)

最大外径 Max. Housing Diameter (mm)

辐条孔中心距 Spoke Pitch

变速  Gearshift

出线位置 Cabling Route

辐条规格 Spoke Specification

碟刹 Disc Brake

175/195

185

172

飞轮 Freewheel(7S/8S)

轴侧，左侧 Shaft Side, Left

36H*12G

更多技术参数 Further Specifications

磁钢数 Speed Detection Signal

 (脉冲/周期 Pulses/Cycle)

电机极数 Magnet Poles (2P)

1~6

20

认证 Tests＆ Certifications

认证 Certifications

测试 IP level：

CE/EN13849/ROSH

IP65

099
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M85CD-X
此款电机为后置驱动型，配碟刹使用，额定功

率为1000-1500W，减速比为1:5.2， 最大扭距138 

N . m ，为 车 辆 提 供 理 想 的 动 力 。 强 劲 、 高 效 的 特

点、多级卡式变速机构，大幅度提升骑行舒适感，

适合于沙滩车、雪地车。共有黑色和银色两种颜色

可选。

This motor is a rear drive type, equipped with disc 

brakes, with a rated power of 1000-1500W, a reduction 

ratio of 1:5.2, and a maximum torque of 138 N.m, 

providing ideal power for the vehicle. The strong and 

efficient characteristics, as well as the multi-stage card 

type transmission mechanism, greatly enhance the riding 

comfor t , making i t su i tab le for beach b ikes and 

snowmobiles. There are two colors to choose from: black 

and silver.

安装位置 Position

轮径 Wheel Diameter (Inch)

结构 Construction

额定电压 Rated Voltage (DCV)

额定功率 Rated Power (W)

时速 speed(kph)

空载转速n0（RPM）

负载转速nT(RPM)

最大扭矩 Max Torque

效率 Efficiency (%)

颜色 Color

 重量 Weight (kg)

噪音 Noise Grade (dB)

工作温度 Operating Temperature

后置马达 Rear Motor

16/20/26/28

齿轮传动 Gear drive

60/72

1000/1200/1500

60～80

650/780

600/720

135N.m

≥ 80

黑/银 Black / Silver

6.2

< 65

-20-45℃

主要规格 Core Data

安装参数 Mounting Parameters

刹车 Brake

开档尺寸 Installation Widths (mm / OLD)

最大外径 Max. Housing Diameter (mm)

辐条孔中心距 Spoke Pitch

变速  Gearshift

出线位置 Cabling Route

辐条规格 Spoke Specification

碟刹 Disc Brake

175/195

185

172

卡基 Cassette（7S/8S/9S)

轴侧，左侧 Shaft Side, Left

36H*12G

更多技术参数 Further Specifications

磁钢数 Speed Detection Signal

 (脉冲/周期 Pulses/Cycle)

电机极数 Magnet Poles (2P)

1~6

22

认证 Tests＆ Certifications

认证 Certifications

测试 IP level：

CE/EN13849/ROSH

IP65

2025-2026产品技术手册
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M85FD-X
此款电机为前置驱动型，配碟刹使用，额定功

率为1000-1500W，减速比为1:5.2， 最大扭距138 

N . m ，为 车 辆 提 供 理 想 的 动 力 。 强 劲 、 高 效 的 特

点，大幅度提升骑行舒适感，适合于沙滩车、雪地

车。共有黑色和银色两种颜色可选。

This motor is a front drive type, equipped with disc 

brakes, with a rated power of 1000-1500W, a reduction 

ratio of 1:5.2, and a maximum torque of 138 N.m, 

providing ideal power for the vehicle. The strong and 

efficient features greatly enhance riding comfort, making 

it suitable for beach bikes and snowmobiles. There are 

two colors to choose from: black and silver.

安装位置 Position

轮径 Wheel Diameter (Inch)

结构 Construction

额定电压 Rated Voltage (DCV)

额定功率 Rated Power (W)

时速 speed(kph)

空载转速n0（RPM）

负载转速nT(RPM)

最大扭矩 Max Torque

效率 Efficiency (%)

颜色 Color

 重量 Weight (kg)

噪音 Noise Grade (dB)

工作温度 Operating Temperature

前置马达 Front Motor

16/20/26/28

齿轮传动 Gear drive

60/72

1000/1200/1500

60～80

650/780

600/720

135N.m

≥ 80

黑/银 Black / Silver

6.2

< 65

-20-45℃

主要规格 Core Data

安装参数 Mounting Parameters

刹车 Brake

开档尺寸 Installation Widths (mm / OLD)

最大外径 Max. Housing Diameter (mm)

辐条孔中心距 Spoke Pitch

变速  Gearshift

出线位置 Cabling Route

辐条规格 Spoke Specification

碟刹 Disc Brake

150

185

172

/

轴侧，左侧 Shaft Side, Left

36H*12G

更多技术参数 Further Specifications

磁钢数 Speed Detection Signal

 (脉冲/周期 Pulses/Cycle)

电机极数 Magnet Poles (2P)

1~6

20

认证 Tests＆ Certifications

认证 Certifications

测试 IP level：

CE/EN13849/ROSH

IP65
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此款电机为后置驱动型，配碟刹使

用，额定功率为250W/350W， 最大扭

距45 N.m，为车辆提供理想的动力。强

劲、高效的特点，结合卡式变速机构，大

幅度提升骑行舒适感，适合于旅行车，通

勤车，山地车。这款电机为黑色、银色两

种颜色。

T h i s  r e a r - d r i v e  m o t o r ,  w h i c h  i s 

compatible with the disc brake, has a rated 

power of 250W/350W,  maximum torque of 45 

N.m, providing ideal power for vehicles. 

Strong and efficient, this motor, working 

together with a cassette speed change 

mechanism, greatly enhances riding comfort 

and is suitable for touring bikes, commuter 

bikes and mountain bikes. It can be black or 

silver.
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M58RD-XY

M58RD-N

      此款电机为后置驱动型，配碟刹使用，额定功率

为350～500W， 最大扭距60N.m，为车辆提供理

想的动力。强劲、高效的特点，大幅度提升骑行舒

适感，适合于旅行车，通勤车，山地车。这款电机

为黑色、银色两种颜色。

      This rear-drive motor, which has a rated power 

of350W～500W,  maximum torque of 60N.m, provides ideal 

power for vehicles. Strong and efficient, this motor greatly 

enhances riding comfort and is suitable for touring bikes, 

commuter bikes and mountain bikes. It can be black, silver.
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智能仪表LB300

尺寸：96.5*61*14mm

屏幕：3.5寸彩屏

供电电压：24V一60V

工作温度：-20°℃～+70℃

防护等级：IP67

通讯方式：URAT

显示功能：速度显示、里程显示、故障显示、

                  大灯显示、转向灯显示、档位显示、

                  蓝牙显示、助力图标显示、时间显示、

                  定速巡航显示、功率条显示。

控制功能：转向灯控制、大灯控制、档位切换。

特殊功能：光感自动调节屏幕亮度、自动大灯、

                 TYPE-C充电口、蓝牙解锁（选装)、

                 智能APP(选装)、NFC（选装）。

Size: 96.5 * 61 * 14mm
Screen: 3.5-inch color screen
Power supply voltage: 24V to 60V
Working temperature: -20 ° C to+70 ° C
Protection level: IP67
Communication method: URAT
Display functions: speed display, mileage display, 
fault display Headlight display, turn signal display, 
gear display Bluetooth display, power icon display, 
time display Cruise control display and power bar 
display. Control functions: turn signal control , 
headlight control, gear switching. Special features: 
automatic adjustment of screen brightness with light 
sensing, automatic headlights TYPE-C charging port, 
Bluetooth unlock (optional) Smart APP (optional), 
NFC (optional).

LB60a是基于RTOS系统开发的一款智能中控仪

表，集成了5寸TFT高亮液晶屏、摄像头、喇叭、蓝

牙、WIFI，4G、GPS，实现了行车影像记录，彩屏

仪显示、远程解关锁、实时定位、总线诊断和控制、

多媒体播放、导航投屏等功能。

L B 6 0 A i s a n i n te l l i g e n t c e n t r a l c o n t ro l 
instrument developed based on RTOS system, which 
integrates a 5-inch TFT high brightness LCD screen, 
camera, speaker, Bluetooth, etc WIFI，4G、GPS， It 
has achieved functions such as driving image 
recording, color screen display, remote unlocking, 
real-time positioning, bus diagnosis and control, 
multimedia playback, navigation screen projection, 
etc.

智能仪表LB60a

尺寸：165.5*80.2*28mm

显示屏：5寸、480*854、400尼特

蓝牙：5.0协议

WIFI：2.4G

GPS：支持

Cat1：4G物联卡

TF卡：支持

TYPEC接口：支持

喇叭：支持

摄像头：720P

系统：RTOS

Size: 165.5 * 80.2 * 28mm

Display screen: 5-inch, 480 * 854, 400 nits

Bluetooth: 5.0 protocol

WIFI：2.4G

GPS: Supports

Cat1:4G IoT card

TF card: Supports

TYPEC interface: Supports

Speaker: Supports

Camera: 720P

System: RTOS

31
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智能仪表LB400 尺寸：91.91*91.66*17mm

屏幕：4.0寸TFT (480*480

供电电压：24V～60V

工作温度：-20℃~+70℃

防护等级：IP65

通讯方式：CAN/URAT/485

显示功能：速度显示、里程显示、故障显示、大灯显

示、转向灯显示、档位显示、蓝牙显示、助

力图标显示、时间显示、定速巡航显示、功

率条显示。

控制功能：转向灯控制、大灯开关、档位切换。

特殊功能：TYPE-C充电口、定制uI（选装）、蓝牙解锁

（选装）、智能APP（选装）、喇叭（选装)

Size: 91.91 * 91.66 * 17mm

Screen: 4.0-inch TFT (480 * 480)

Power supply voltage: 24V~60V

Working temperature:- 20℃~+70℃

Protection level: IP65

Communication method: CAN/URAT/485

Display functions: speed display, mileage display, fault 

display, headlight display, turn signal display, gear 

display, Bluetooth display, power assist icon display, 

time display, cruise control display, power bar display.

Control functions: turn signal control, headlight switch, 

gear switching.

Special features: TYPE-C charging port, custom uI 

(optional), Bluetooth unlock (optional), smart app 

(optional), speaker (optional)K3��� K5��� K7

32
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24/36/48

21.5/31.5/41.5

45

340*65*25

INC-3625P-3

INC-3625P-1
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句容志新精密五金零件有限公司

天津明特科技开发有限公司

佛山顺德永庆自行车零件有限公司

tianjinneco@163.com

necomotorrexchen@lingbeimotor.cn
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